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THE INFORMATION AND DESIGNS
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THE PROPRIETARY PROPERTY
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CONTAINED IN THIS DRAWING
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DISCLOSED TO OTHERS WITHOUT
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OF ALLIENT INC. AND 

ITS SUBSIDIARIES.
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ANGULAR

FRACTIONAL

NO

KDR F Frame, (Terminal Block)
Type 1, Inductor Drawing

107546-1DG

DSW

01/27/22 2025

1/3
C 5841 KDRF1HE01, 85A to 70A 1/26/22 DSW

D 6688 F1H to 72A Max 6/7/24 DSW

E 7309 Remove Part Tables 12/1/25 DSW

     

     

     

DRN. NO.

TOLERANCES
(EXCEPT AS NOTED)

Top View

Front View

Without Front Cover

Bottom View

Side View

0.44 Dia Mounting Holes,  
4 Places,  (Bottom of Enclosure)

Front View
With Front Cover

A1  A2  B1  B2  C1 C2

Markings On
Terminal Block For

Reference Only. 

Notes:

          1. UL file number: cULus Listed File E116124.
          2. KDR Drive Reactors Comply With The Thermal and Altitude Standards
              Set Forth by NEMA ST20-1992. 
          3. KDR IOM Manual Part Number 30895

          4. Material(s) Shall be RoHS Compliant                 
          5. Customer Is Responsible For Installation To Meet All National 
               And Local Electrical Codes. 

 

Ground Lug. 
See IOM Manual, Part# 30895
Table S2/0, Wire Size And Torque. 
 

Suggested 
Customer Wire Entrance
Bottom Of Enclosure.
See Note: 5
(Non Removeable Panel) 

Product Label.

Suggested 
Customer Entrance 
Either Side Of Enclosure.

See Note: 5
(Non Removeable Panel) 

8.84

11.00

4.75

4.50

Wire Range: 1- 4 AWG.   Torque : 35 IN-LBS (3.95 Nm)
                 6- 14 AWG.   Torque : 30 IN-LBS  (3.39 Nm)
                16- 20 AWG.  Torque : 25 IN-LBS  (2.28 Nm)
                      22 AWG.  Torque : 20 IN-LBS (2.26 Nm)
 

19.13

16.00

4.82

1.00

9.00

13.65

10.00

2.71

13.65
15.15

0.75

 See Website for Electrical Information,  Part Numbers Listed below.

                                                        KDRF28H, KDR4H, KDRF1H, KDRF2L

                                                        KDRF4L, KDRF44H, KDRF45H, KDRF46L

                                                        KDRF47L, KDRF1P, KDRF2P, KDRF31P

                                                        KDRF32P.

15.75

1.00 13.00
0.50


