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480 Rated Voltage, 600 Max Voltage, High Z, Impedance.

Part Numb Horsepower| Motor | Maximum | Inductance | Weight | Losses | Available | Terminal Hole
art Number (HP)  |Amps (A)| Amps (A) (uH) (LBS) | (W) | LugKit | Size (Inches)
KDRLSHE3R 450 515 540 59.7 305 | 774 | SLK14 0.53
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Notes:
HHHHHHHHHHHHHHHHHHHHHHHHHHHHOHHHHHHDH 1. KDR Lug Kits sold separately. Contact TCI.
2. UL file number: cULus Listed File E116124.
”I]””I]””””””I]|]|]|]”H”””””H”ﬂ””ﬂ”ﬂ”ﬂ”ﬂ”ﬂ” 3. KDR Drive Inductors Comply With The Thermal and Altitude Standards
24.00 Set Forth by NEMA ST20-1992.
Wiring Diagram 4. KDR IOM Manual Part Number 30895
- - - — 1 5. Material(s) Shall be RoHS Compliant
n=Al AR 6. Customer Is Responsible For Installation To Meet All National
Eum%l' ) And Local Electrical Codes.
MR | s gyl [TEEEE B e
Lins Induckor &sweb) B?imﬁm@:{:;é:ﬁ:: 04/25/18 | IPOWEEE © 2026 Alient Inc.
* For Single phase applications, e colls A and C BTl e R - KDRLSHE3R
Tooket terminele B1 end B2 Al e . T YRR F Type 3R Inductor Drawing
e [ Stasomnes. Nd| ECo REVISION DATE | BY | 1/5 |WN " 107622-9DG |Ejm SHT.1 OF 1

7 | 3 x 2 | 1




