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KDRBA--DR  Inductors 
Din Rail Mounting

109867-1DG
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DRN. NO.

TOLERANCES
(EXCEPT AS NOTED)

Notes:
          1. UL file number: cULus Listed File E116124.
          2. KDR Drive Reactors Comply With The Thermal and Altitude Standards
              Set Forth by NEMA ST20-1992. 
          3. KDR IOM Manual Part Number 30895
          4. Material(s) Shall be RoHS Compliant                 
          5. Customer Is Responsible For Installation To Meet All National 
               And Local Electrical Codes.
          6. TCI Recommends taking precautions when shipping mounted Inductors.
 

Note: 6-32 Set Screw, Use to Prevent 
         Siding on Din Rail. 
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Wire Range: 4-18 AWG.
     Torque : 20 IN-LBS (2.3 Nm)

                            See Website for Electrical Information,  Part Numbers Listed below.

                                                                                    KDRBA1L, KDRBA2H, KDRBA2L

                                                                                    KDRBA22L, KDRBA23L, KDRBA25H

                                                                                    KDRBA26H, KDRBA42H, KDRBA43H

                                                                                    KDRBA44H, KDRBA43L, KDRBA45L

                                                                                    KDRBA44L.

Marking On Terminals Blocks 
For Reference Only. 


