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DRN. NO.

TOLERANCES
(EXCEPT AS NOTED)

Voltage

Group

Part Number

Description

A BA100DMF

CPT, CTL XFMR, 100VA, 220x440, 230x460, 240x480:110,115,120

B BA100BSF

CPT, CTL XFMR, 100VA, 240x480 : 24

C BA100ASF

CPT, CTL XFMR, 100VA, 120x240:24

E BA100EMF

CPT, CTL XFMR, 100VA, 550/575/600:110,115,120

F

BA100WQF CPT, CTL XFMR, 100VA, 208/277:120

G BA100CMF

CPT, CTL XFMR, 100VA, 200/220/440, 208/230/460, 240/480:110,115,120

I BA100ZPF

CPT, CTL XFMR, 100VA,380/400/415:110/220

J BA075CLF

CPT, CTL XFMR, 75VA,200/220/440,208/230/460,240/480:23/110,24/115,25/120

K BA100BAF

CPT, CTL XFMR, 100VA,240x480:120x240

General Spcifications

Rated V.A. 100

Rated 

Frequency

50/60

Insulation  

Class

Class 130°C (266°F) 

Insulation System 

55°C (151°F)

Agency 

Approvals

UL,CUL

Estimated 

Weight (lbs.)

4.2

Note: For Connection 

Diagram Please See 

Catalog 33563
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