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Top View Weight | Terminal Hole | Available
P ) Part Number | Horsepower (HP) |Amps (A)| Inductance (uH) (LBS) Size (Inches) Lug Kit
Ground Lug.
See IOM Manual, Part# KDRX2TE3R 350 414 178 430 0.53 SLK13
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I]I]I]I]I]ﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂ ﬂﬂﬂﬂﬂﬂcﬂ 4 Places —_r B2 E Note: 1. UL file r)umber: cULus Listed File E116124. )
I E'Lz= NV — 0 2. KDR Drive Reactors Comply With The Thermal and Altitude Standards
LD Ay Se Forth by NEMA ST20-158
24.00 3. For Terminal Torques And Wire Size See, KDR IOM Manual,
il e e ot Mumber 3089
* For single phase applications, use coils A and C, 4. Material(s) Shall be RoHS Compliant
m]”””l|][|[|[||]|]I|]|]Hﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂlﬂﬂﬂ” Isolate terminals B1 and B2. 5. Customer Is Responsible For Installation To Meet All National
b And Local Electrical Codes.
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