<KMGBLOOA
APPROX WEIGHT: SSLBS

KMG HIGH PERFORMANCE OUTPUT FILTER
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PART NUMBER: KMGBCO0A

FLA: 8
SYSTEM VOLTAGE: 600

HZ: 60
PHASE: 3 H_

r MOTHRGUARTD J ,

DRAWING#: 104413DG
SCHEMATIC: 24281-11A

Thermal Switch
Terminal Block
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Wire Range: 18 AWG To 4 AWG.
Torque: 20 LB-IN (2.3 Nm)

Switch Opens on Temperature Rise
Contact Rating: 6A @ 120 VAC

LINE CONNECTIONS

CUSTOMER IS RESPONSIBLE FOR PROPER
COOLING OF COMPONENTS IN CUSTOMERS ASSEMBLY.

CUSTOMER IS RESPONSIBLE FOR PROPER
INSTALLATION OF ASSEMBLY IN ACCORDANCE
WITH LOCAL AND NATIONAL CODES,

—11./5—

WIRE RANGE: 1 AWG THRU 4 AWG 35 LB-IN
& AWG THRU 14 AWG 30 LB-IN
16 AWG THRU 22 AwWG 25 LB-IN

_ﬁ/ POWER BLOCK

WIRE RANGE—1/0 TO #14 AWG.

1/0 AWG thru 2 AWG 50 IN-LBS. MAX.
4 AWG thru 6 AWG 45 IN-LBS. MAX.
40 IN-LBS MAX.
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10 AWG thru 14 WG 35 IN-LBS. MAX.

FOR SCHEMATIC SEE DRAWING P/N 24281-11A

W132 N10611 Grant Drive
Germantown, W1 53022

Standard, SineWave Filter
pen, SHP, 8AMP, 600V
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